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nest and twist them together under the nest to form a handle as
shown in Fig. 11.

PICKLE PAN
Keep the pickle pan free of pickle when not in use.

PICKLE

A quart or more of pickle may be mixed in a porcelain or
earthenware pitcher ready for use (1 part acid, 10 parts water).
Acid must be poured into the water.

GAUGES

Gauges are tools used to measure the thickness of metal and
wire. The one commonly used by American gold and silversmiths
is the Brown and Sharpe gauge. For steel wire and drill stock the
American Steel Wire gauge is used. Gauges are made of metal
carefully scaled to measure to .1, .01, .001 of an inch. The num-
ber designating the gauge appears on one side of the scale, as
18-gauge, and the decimal equivalent on the opposite side,

To measure the thickness of metal sheet or the diameter of
wire, slip the slot in the gauge nearest the thickness over the metal
and read the gauge number, as 18-gauge, or the decimal equiva-
lent, if desired. Transposing from one standard to another can
be done by use of the figures given in the comparative table
(p. 347). Closer measurements, when required, can be obtained
by using the micrometer.

The gauge numbers referred to in this book for various metals
are measured by: The Brown and Sharpe gauge for gold and silver,
American Steel Wire or Washbura an4 Moen gauge for drill stock*